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1. Remove magnetic platform from the Roto-Shake Genie® (see Roto-Shake Genie® manual). 
2. Place the Orbital Shaker Attachment on the Roto-Shake Genie® base, aligning the hex shaft with 

the hex on the pulley of the Orbital Shaker Attachment.  Make sure the two feet are in contact 
with the Roto-Shake Genie® base. 

3. Use the Roto-Shake Genie® speed control knob for controlling the speed of your Orbital Shaker 
Attachment.  Speed range is 15-100RPM.   

4. Place all loads centered on Orbital Shaker platform.  Please note, platform capacity is 2 Kgs  
(4.4 lbs). 

.   
CAUTION! Remove from Roto-Shake Genie

®
 before cleaning.  Do not immerse. 

 
CAUTION! Do not use the Orbital Shaker Attachment i n applications such as mixing of flammable material s or where                   
transfer of mechanical energy to glass apparatus co uld lead to breakage.. 

 
CAUTION! Failure to follow operating instructions c an compromise the user’s safety. 

 
 
CARE AND HANDLING 
The Orbital Shaker Attachment should be given the care normally required for any appliance.  Avoid 
wetting or unnecessary exposure to fumes.  The finish can be washed with a damp cloth and soap or mild 
detergents.  Keep the unit clean by immediately blotting any spills. 
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